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The TWS 100-AXES family supports Ethemet Only service,providing up to 2Mbps with maximum range of 20Km.All TWS100-AXES are operated with a PoE Device (inc)
When ordering a product from the TWS 100-AXES table below, fill in the last digit of the catalog number (represented by _;) to choose the required

AC/DC ordering option. Example: The catalog number for 7:6 $;(6) ) & & (;With European AC plug ordering optionis 75
1§(I|33lév|-\|lJ BURBGW 1DPH '"HVFULSWLRQ
Outdoor unit for Ethernet traffic, operating in 2.4GHz according to FCC radio
TR1006610_; | TWS 100-AXES/F24/FCC/EXT regulation for external antenna, max Tx power 18dBm, supporting 5MHz channel
BW, including PoE device
Outdoor unit for Ethernet traffic, operating in 2.4GHz according to FCC radio
TR1006723_; | TWS 100-AXES/F24/FCC/INT regulation with integrated antenna, max Tx power 18dBm, supporting 5MHz channel
BW, including PoE device
TWS 100-AXES- Outdoor unit for Ethernet traffic, supporting HSS, operating in 2.4GHz according to
TR1006611_ CL/F24/FCC/EXT FCC radio regulation for external antenna, max Tx power 18dBm, supporting 5MHz
channel BW, including PoE device
TWS 100-AXES- Outdoor unit for Ethernet traffic, supporting HSS, operating in 2.4GHz according to
TR1006724 CL/F24/FCC/INT FCC radio regulation with integrated antenna, max Tx power 18dBm, supporting
5MHz channel BW, including PoE device
. Outdoor unit for Ethernet traffic, operating in 5.8GHz acc. to FCC radio regulation, with integrated
TR1006612. | TWS 100-AXES/F58/FCC/INT antenna, max Tx power 16dBm, supporting 5SMHz channel BW, including PoE device
TWS 100-AXES- Outdoor unit for Ethernet traffic, supporting HSS ,operating in 5.8GHz according to
TR1006613_. CL/F58/FCC/INT FCC radio regulation, with integrated antenna, max Tx power 16dBm, supporting
5MHz channel BW, including PoE device
Outdoor unit for Ethernet traffic, operating in 5.8GHz according to FCC radio
TR1006614_; | TWS 100-AXES/F58/FCC/EXT regulation for external antenna, max Tx power 16dBm, supporting 5MHz channel
BW, including PoE device
TR1006615: | TWS 100-AXES- Outdoor unit for Ethernet traffic, supporting HSS ,operating in 5.8GHz acc.to FCC radio regulation
~ | CL/F58/FCC/EXT for external antenna, max Tx power 16dBm, supporting 5MHz channel BW, including PoE device
. i Outdoor unit for Ethernet traffic, operating in 2.3GHz and 2.4GHz for external
TR1006616. | TWS 100-AXES/F24/HP/EXT antenna, max Tx power 16dBm, supporting 5MHz channel BW, including PoE device
TWS 100-AXES- Outdoor unit for Ethernet traffic, supporting HSS, operating in 2.3GHz and 2.4GHz
TR1006617_ CL/F24/HP/EXT for external antenna, max Tx power 16dBm, supporting 5MHz channel BW, including
PoE device
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IDU-E products support both: AC and DC power feeding. They are supplied with external AC/DC adaptor. WWhen ordering a product from the IDU-E table below, fill in the last
digit of the catalog no (represented by _; ) to choose the required AC/DC ordering option. Example:The catalog no for 7:6
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IXPEHDU BURGXFW 1DPH HVFULSWLRQ
TR1006292_; | TWS 100-IDU-EO Indoor unit with Ethernet interface, supporting wide range DC input (20 to 60 VDC)
TR1006294_. | TWS 100-IDU-E1 Indoor unit with 1xE1 and Ethernet interface, supporting wide range DC input (20 to 60 VDC)
TR1006296_ | TWS 100-IDU-2E1 Indoor unit with 2xE1 and Ethernet interface, supporting wide range DC input (20 to 60 VDC)
. Indoor unit with 2xE1, 2 Ethernet interfaces and external alarms interfaces,

TR1006297.. | TWS 100-IDU-2E1-AL supporting wide range DC input (20 to 60 VDC)

TR1006516.. | TWS 100-IDU-R-E1 Indoor unit for 1XE1 backup, 2 Ethernet interfaces and external alarms interface,

supporting wide range DC input (20 to 60 VDC)
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IDU-C products support either DC or AC power feed. When ordering a product with AC power feed from the IDU-C table below, fill in the last digit of the catalog number

(represented by ;) to choose the required AC plug ordering option. Example: The catalog number for 7:6

,'8& ( $&with European AC plugis 75

1)3;3LEJ\|,-|VU BURGXFW 1DPH '"HVFULSWLRQ
TR1006289; | TWS 100-IDUC-4E1/AC Indoor unit with 4xE1, 2x Ethernet interfaces and AC power supply
TR1006291_; | TWS 100-IDUC-4E1/2AC Indoor unit with 4xE1, 2x Ethernet interfaces and 2 AC power supply
TR10050790 | TWS 100-IDUC-4E1/DC24 Indoor unit with 4xE1, 2x Ethernet port and 24VDC power supply
TR10045670 | TWS 100-IDUC-4E1/DC48 Indoor unit with 4xE1, 2x Ethernet port and 48VDC power supply
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Flat panel antenna, 1ft, gain 18dBi, 5.15-
TR10058760 | ANT-F5X-18/FP 5.875GHz — — —
Flat panel antenna, 1ft, gain 22dBi, 5.15-
TR10050800 | ANT-F5X-22/FP 6.00GHz — — — —
3 High Gain Flat panel antenna, 2ft, 28dBi,
TR10063990 | ANT-F5X-28/FP 5.15-6 00GHz — — — —
] Dish antenna, 2ft, gain 29dBi, 5.72-
TR10056770 | ANT-F58-29/dish | ggrcpy —
] Dish antenna, 3ft, gain 32dBi, 5.72-
TR10052410 | ANT-F58-32/dish | ey —
. Dish antenna, 3ft, gain 32dBi, 5.470-
TR10051280 | ANT-F54-32/dish | 570561 —
. Dish antenna, 3ft, gain 32dBi, 5.25-
TR10050810 | ANT-F53-32/dish | 5arap, —
Flat panel antenna, 1ft, gain 21dBi,
TR10046900 | ANT-F49-21/FP 4.90-5.35GHz —
TR10046980 | ANT-F49-27/dish | Dish antenna, 2ft, gain 27dBi, 4.96.1GHz _
TR10065060 | ANT-F25-24/grid | Grid antenna, gain 24dBi, 2.5-2.7GHz _
TR10045800 | ANT-F24-2x/grid | Grid antenna, gain 24dBi, 2.3-2.5GHz _ _
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TR10040101 | Cbl/25 Assy CAT5, ODU-IDU Cable, 25m, assembled w/RJ45 connectors
TR10040103 | Cbl/50 Assy CAT5, ODU-IDU Cable, 50m, assembled w/RJ45 connectors
TR10040104 | Cbl/75 Assy CAT5, ODU-IDU Cable, 75m, assembled w/RJ45 connectors
TR10040106 Cbl/100 Assy CAT5, ODU-IDU Cable, 100m, assembled w/RJ45 connectors
TR10060871 HSS-Cbl/5 Assy Hub Site Synchronization (HSS) Cable, 5m, assembled w/RJ45 connectors
TR10060872 | HSS-Cbl/15 Assy Hub Site Synchronization (HSS) Cable, 15m, assembled w/RJ45 connectors
TR10060873 | HSS-Cbl/50 Assy Hub Site Synchronization (HSS) Cable, 50m, assembled w/RJ45 connectors
TR10060874 | HSS-Cbl/100 Assy Hub Site Synchronization (HSS) Cable, 100m, assembled w/RJ45 connectors
AC0061210 HSS-IND-Cbl/0.5 Assy Hub Site Synchronization (HSS) cable for AIND products, 0.5m, assembled w/RJ11 connectors
AC0061220 HSS-IND-Cbl/10 Assy Hub Site Synchronization (HSS) cable for AIND products, 10m, assembled w/RJ11 connectors
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3DUW '
IXPEHU BURGXFW 1DPH HVFULSWLRQ
TR10060950 | HSSU-10 Hub Site Synchronization (HSS) Unit to connect 8 collocated ODUs and two additional HSS Units
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TR10055010 | OPoE PoE Device for outdoor conditions
Indoor device feeding up to 8 ODUs via dedicated PoE ports, supporting AC and DC (-
TR1006586_; | PoE-8 20 to -60V) feeding. For AC option see page 10 for /ACxx ordering options. Example:
PoE-8/ACEU — PoE-8 device with DC feed and European AC plug.
TR1006317_ | PS-AC Power Adaptor for IDU-E, 90-240VAC to 48VDC
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